
TX

Agile and functional industrial scale
Suitable for portion weighing, product weight control and weighing small 
packages, mixes and additives.

•	 Weighing platform with painted steel structure 
and stainless steel platform and column

•	 Capacity from 15 to 150 kg depending on model
•	 620 or 820 mm high column, depending on the 

model
•	 High-luminosity 20 mm LED indicator

•	 Up to 80 hours autonomy with rechargea-
ble internal battery

•	 Aluminium load cell for intensive use
•	 Durable electronics for demanding indus-

trial environments
•	 Designed in Europe



Robustness for intensive professional use
Designed to withstand the most demanding industrial conditions. Its structure combines lacquered steel and stainless steel, 
ensuring exceptional durability under continuous use and rough handling.

High-reliability electronic indicator
The TX indicator, mounted on a column and available in three heights, adapts to any working environment, providing a stable 
and accurate weight reading in less than 2 seconds.

Intelligent piece counting
Sampling-based counting system that allows to count items rapidly and precisely. It optimises inventory, production 
and quality-control operations without the need for individual weighing.

Weighing moving animals
The integrated digital filter averages variations caused by movement and calculates a stable, reliable final value. Ideal 
for veterinary, livestock or any application with dynamic loads.

Flexible power supply with integrated battery
Operates on 220 V mains power and incorporates a rechargeable internal battery. The battery recharges automati-
cally when connected to the mains, even while the scale is in use.

Factory-calibrated and certified
Supplied fully calibrated and adjusted by our calibration laboratory in Barcelona, audited annually by the European notified 
body NMi, guaranteeing reliability and compliance with the most demanding standards.

Zero Adjustment Function
The device can be set to zero by 
pressing a key.

Tare Function
The container weight can be 
deducted bypressing the tare key.

IP65 Protection
Designed to withstand dust ingress 
and water exposure, ensuring 
reliable operation.
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External Dimensions (mm)

Technical Specifications

Model TX-30S TX-60S TX-150S TX-60M TX-150M TX-300M TX-150L TX-300L

Reference 72204 72201 70722 72203 72202 72200 72206 72205

Capacity (kg) 30 60 150 60 150 300 150 300

Resolution (g) 5 10 20 10 20 50 20 50

Units of measurement g, kg

Structure material Lacquered steel

Platform material Stainless steel

Indicator material ABS

Platform dimensions (mm) 400 x 300 500 x 400 450 x 600

Indicator dimensions (mm) 255 x 165 x 110

Platform height (mm) 110

Total height (mm) 450 650

Net weight indicator (kg) 1.2

Net weight platform (kg) 4.1 7,9 9,7

Packaging dimensions (mm) 500 x 400 x 105 600 x 500 x 120 700 x 550 x 135

Total weight with packaging (kg) 4,8 8,7 10,9

Reliable weighing for daily operations


